R.F. POWER TETRODE V05 25 
Indirectly heated beam tetrode, rated for a maxi- T 


mum anode dissipation of 25 watts, and suitable 
for use as an A.F. Amplifier or modulator, or as 
an R.F. Power Amplifier or oscillator. 


This Data Sheet should be read in conjunction w rating 
Notes, Part |—Power Valves " included in thi f the 
Handbook. 
HEATER 
Vn M 
In > A 
Heating Time secs. 
MOUNTING POSITION 
CAPACITANCES 
Cin NY 11 uuF 
* Cout 7.0 uur 
Ce gi «0.2 pF 
*Measured with external shield 
CHARACTERISTICS 


Vg. x max 
Max. anode Max. anode 
voltage input power 
(V) 
600 60 
500 50 
ic) 
| Mullard | 
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QV05-25 


R.F. POWER TETRODE 


Indirectly heated beam tetrode, rated for a maxi- 
mum anode dissipation of 25 watts and suitable 
for use as an A.F. Amplifier or modulator, or as 

an R.F. Power Amplifier or oscillator. 


OPERATING CONDITIONS 


For Push-pull pair as Class “АВ,” А.Р. power amplifier and 
modulator 
Va 400 500 600 V 
Veo 300 300 300 M 
Va -25 -25 -30 M 
latos 2x50 2x50 2x30 mA 
6200) 2х 2.5 2х2.5 2х 2.5 тА 
Vincpk) 2x39 2x39 2x39 у 
la (max. sig.) 2x 120 2x 120 2x 100 mA 
lg; (max. sig.) 2x5.0 2x5.0 2x5.0 mA 
a-a 3.2 4.24 6.4 kQ 
*Parive (max. sig.) approx. 0.2 0.2 0.1 W 
Pout approx. 55 75 80 w 
* The effective resistance of the grid circuit should be below 
500 ohms, and the effective impedance should not exceed 
700 ohms at the highest response frequency required. 
OPERATING CONDITIONS 
For single valve as R.F, amplifier Class B telephony 
Va 400 500 600 M 
Vas 250 250 250 M 
Ук, —25 -25 -25 V 
la 75 75 62.5 mA 
lgs 4.0 4.0 3.0 mA 
Vin(pk) 30 30 20 M 
Parivo approx. 0.25 0.25 0.2 WwW 
Pout approx. 9.0 12.5 12.5 Ww 
OPERATING CONDITIONS 
For single valve as R.F. amplifier Class C telephony anode 
modulated 
Va 325 400 475 M 
*V gz 225 225 225 M 
Res 20 30 50 kQ 
"Ve -75 -80 -85 M 
Rei xk 25 22.8 21.3 ко 
la 80 80 83 mA 
єз approx. 5.0 5.75 5.0 mA 
#1 3.0 3.5 4.0 mA 
Vinipk) 90 95 110 M 
Parive approx. 0.25 0.3 0.4 Му 
Pout approx. 17.5 22.5 27.5 Ww 


* Preferably obtained from modulated anode supply through 
resistor (Rg) of value shown. 

** May be obtained either from separate supply, or by a grid 
resistor of value shown, or by acombination of these methods. 
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R.F. POWER TETRODE V05 25 
Indirectly heated beam tetrode, rated for a maxi- zs 


mum anode dissipation of 25 watts, and suitable 
for use as an А.Е. Amplifier or modulator, or as 
an R.F. Power Amplifier or oscillator. 


OPERATING CONDITIONS 


For single valve as R.F. amplifier and oscillator Class C telegraphy 


Va 400 500 600 M 
* Vas 250 250 250 M 
Res 20 42 50 kQ 
**Vel -45 -45 -45 v 
Rex 12.8 12.8 12.8 kQ 
k 410 410 410 Q 

ly 100 100 100 mA 
leo 7.5 6.0 7.0 mA 
lg; approx 3.5 3.5 3.5 mA 
Vinipk) 65 65 65 У 
Pare approx. 0.2 0.2 0.2 W 
Pout approx. 25 30 40 W 


* May be obtained from a separate supply, or from a potentio- 
meter, or from the anode supply through resistor (Rg) of 
value shown. 


** May be obtained from a separate supply, or from 2 grid or 
cathode resistor of value shown, or by a combination of these 
methods. 


WEIGHT Valve only ; 24 oz. (0.08 kg.) 
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V05 25 R.F. POWER TETRODE 
z Indirectly heated beam tetrode, rated for a maxi- 


mum anode dissipation of 25 watts, and suitable 
for use as an A.F. Amplifier or modulator, or as 
an R.F. Power Amplifier or oscillator. 


AMERICAN MEDIUM 5-PIN BASE 
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QV05-25 


R.F. POWER TETRODE 


Indirectly heated beam tetrode, rated for a maxi- 


mum anode dissipation of 25 watts, and suitable 
for use as an А.Е. Amplifier or modulator, or as 


an R.F. Power Amplifier or oscillator. 


ANODE CURRENT PLOTTED AGAINST ANODE VOLTAGE 


FOR SCREEN VOLTAGE = 250V 


Mullard 
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R.F. POWER TETRODE 


Indirectly heated beam tetrode, rated for a maxi- 
mum anode dissipation of 25 watts, and suitable 


for use as an A.F. Amplifier or modulator, or as 


QV05-25 


an R.F. Power Amplifier or oscillator. 


ANODE CURRENT PLOTTED AGAINST ANODE VOLTAGE 


FOR SCREEN VOLTAGE = 300V 


= 
CZ QV05-25 258-6 
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R.F. POWER TETRODE V05 25 
Indirectly heated beam tetrode, rated for a maxi- = 


mum anode dissipation of 25 watts, and suitable 
for use as an A.F. Amplifier or modulator, or as 
an R.F. Power Amplifier or oscillator. 
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CONTROL GRID CURRENT PLOTTED AGAINST ANODE VOLTAGE 
FOR SCREEN VOLTAGE = 250V 


CONTROL GRID CURRENT PLOTTED AGAINST ANODE VOLTAGE 
FOR SCREEN VOLTAGE = 300V 
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R.F. POWER TETRODE 


Indirectly heated beam tetrode, rated for a maxi- 


mum anode dissipation of 25 watts, and suitable 


QV05-25 


for use as an A.F. Amplifier or modulator, or as 


an R.F. Power Amplifier or oscillator. 


AOST = 39VIT1OA N3382$S WOd 39V 1OA 
заому LSNIVOV AJLLOTId LN3YYND NFS 


oo2 09} 004 os о 


A00€ =39УІЛОЛ МЯЗУ25 ЗОЗ ADWLIOA 
Заому JISNIVOV Q3ilOd LNAIYYND N3342$ 


ooz os! 00+ os о 


QV05-25 154-8 


ISSUE 2 


